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OVERVIEW

The IRC holds that hearth products must be listed and labeled in accordance with the appropriate UL requirements and be installed per the
manufacturer's installation instructions.

Formal Language - https://codes.iccsafe.org/public/document/IRC2018/chapter-10-chimneys-and-fireplaces

SECTION R1004 FACTORY-BUILT FIREPLACES

e R1004.1 General
Factory-built fireplaces shall be listed and labeled and shall be installed in accordance with the conditions of the listing. Factory-built
fireplaces shall be tested in accordance with UL 127.

e R1004.2 Hearth extensions
Hearth extensions of approved factory-built fireplaces shall be installed in accordance with the listing of the fireplace. The hearth extension
shall be readily distinguishable from the surrounding floor area. Listed and labeled hearth extensions shall comply with UL 1618.

e R1004.3 Decorative shrouds
Decorative shrouds shall not be installed at tne termination of chimneys for factory-built fireplaces except where the shrouds are listed and
labeled for use with the specific factory-built fireplace system and installed in accordance with the manufacturer's instructions.

e R1004.4 Unvented gas log heaters
An unvented gos log heater shall not be installed into factory-built fireplace unless the fireplace system has been specifically tested, listed
and labeled for such use in accordance with UL 127.

¢ R1004.5 Gasketed fireplace doors
A gasketed fireplace door shall not be installed on a factory-built fireplace except where the fireplace system has been specifically tested,
listed and labeled for such use in accordance with UL 127.3.2.6.

SECTION R1006 EXTERIOR AIR SUPPLY

¢ R1006.1 Exterior air
Factory-built or masonry fireplaces covered in this chapter shall be equipped with an exterior air supply to ensure proper fuel combustion
unless the room is mechanically ventilated and controlled so that the indoor pressure is neutral or positive.

- R1006.1.1 Factory-built fireplaces
Exterior combustion air ducts for factory-built fireplaces shall be a listed component of the fireplace and shall be installed in
accordance with the fireplace manufacturer's instructions.

- R1006.1.2 Masonry fireplaces
Listed combustion air ducts for masonry fireplaces shall be installed in accordance with the terms of their listing and the
manufacturer's instructions.

e R1006.2 Exterior air intake
The exterior air intake shall be capable of supplying all combustion air from the exterior of the dwelling or from spaces within the
dwelling ventilated with outdoor air such as non-mechanically ventilated crawl or attic spaces. The exterior air intake shall not be located
within the garage or basement of the dwelling. The exterior air intake, for other than listed factory-built fireplaces, shall not be located at
an elevation higher than the firebox. The exterior air intake shall be covered wtth a corrosion-resistant screen of 114 inch (6.4 mm) mesh.

e R1006.3 Clearance
Unlisted combustion air ducts shall be installed with a minimum 1 inch (25mm) clearance to combustibles for all parts of the duct within
5 feet (1524mm) of the duct outlet.

e R1006.4 Passageway
The combustion air passageway shall be not less than 6 square inches (3870mm2) and not more than 55 square inches (0.035m2), except
that combustion air systems for listed fireplaces shall be constructed in accordance with the fireplace manufacturer's instructions.

¢ R1006.5 Outlet
The exterior air outlet shall be located in the back or side of the firebox chamber or shall be located outside of the firebox, at the level
of the hearth and not greater than 24 inches (610mm) from the firebox opening. The outlet shall be closable and designed to prevent
burning material from dropping into concealed combustible spaces.
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